
Table 29.  Refinery Net Input of Crude Oil and Petroleum Products by PAD and Refining Districts, January 2005
      (Thousand Barrels, Except Where Noted)

East Coast
Appalachian 

No. 1 Total IN, IL, KY MN, WI, ND, SD OK, KS, MO Total

Crude Oil 44,439 2,698 47,137 67,082 12,672 22,681 102,435

Natural Gas Liquids and LRGs 104 0 104 2,568 211 845 3,624
Pentanes Plus 0 0 0 672 0 634 1,306
Liquefied Petroleum Gases 104 0 104 1,896 211 211 2,318

Ethane 0 0 0 0 0 0 0
Propane 0 0 0 0 0 0 0
Normal Butane 8 0 8 1,386 134 96 1,616
Isobutane 96 0 96 510 77 115 702

Other Liquids -760 8 -752 -11,310 -3,110 -987 -15,407
Other Hydrocarbons/Oxygenates 1,069 0 1,069 91 127 50 268

Other Hydrocarbons/Hydrogen 0 0 0 91 66 50 207
Oxygenates 1,069 0 1,069 0 61 0 61

 Fuel Ethanol (FE) 0 0 0 0 61 0 61
Methyl Tertiary Butyl Ether (MTBE) 1,069 0 1,069 0 0 0 0

All Other Oxygenatesa
0 0 0 0 0 0 0

Unfinished Oils (net) 2,156 2 2,158 1,458 69 -540 987
Naphthas and Lighter -471 -14 -485 978 -13 -338 627
Kerosene and Light Gas Oils -286 0 -286 663 20 11 694
Heavy Gas Oils 991 23 1,014 484 54 228 766
Residuum 1,922 -7 1,915 -667 8 -441 -1,100

Motor Gasoline Blending Components (MGBC) (net) -3,935 6 -3,929 -12,854 -3,306 -497 -16,657
Reformulated -3,488 0 -3,488 -8,048 -186 0 -8,234

GTAB 0 0 0 0 0 0 0
RBOB for Blending with Ether 0 0 0 0 0 0 0
RBOB for Blending with Alcohol -3,488 0 -3,488 -8,048 -186 0 -8,234

Conventional -447 6 -441 -4,806 -3,120 -497 -8,423
CBOB for Blending with Alcohol 0 0 0 -3,684 -2,278 0 -5,962
GTAB 0 0 0 0 0 0 0
Other -447 6 -441 -1,122 -842 -497 -2,461

Aviation Gasoline Blending Components (net) -50 0 -50 -5 0 0 -5

Total Input to Refineries 43,783 2,706 46,489 58,340 9,773 22,539 90,652

Atmospheric Crude Oil Distillation
Gross Input (daily average) 1,432 87 1,519 2,172 409 735 3,316
Operable Capacity (daily average) 1,623 94 1,717 2,362 426 781 3,569
Operable Utilization Rate (percent)b

88.25 92.20 88.47 91.95 95.96 94.09 92.90

Downstream Processing
Fresh Feed Input (daily average)
Catalytic Cracking 653 15 668 733 129 211 1,072
Catalytic Hydrocracking 38 0 38 114 0 6 121
Delayed and Fluid Coking 74 0 74 179 60 88 327

Crude Oil Qualities
Sulfur Content, Weighted Average (percent) 0.72 1.61 0.77 1.48 2.47 0.94 1.48
API Gravity, Weighted Average (degrees) 33.37 31.63 33.27 31.39 25.69 34.68 31.43

Operable Capacity (daily average) 1,623 94 1,717 2,362 426 781 3,569
Operating 1,544 94 1,638 2,362 426 781 3,569
Idle 79 0 79 0 0 0 0

Alaskan Crude Oil Receipts 0 0 0 0 0 0 0

Commodity

PAD District 1 PAD District 2

See footnotes at end of table.
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Table 29.  Refinery Net Input of Crude Oil and Petroleum Products by PAD and Refining Districts, January 2005 (Continued)
      (Thousand Barrels, Except Where Noted)

PAD Dist. 
4

PAD Dist. 
5

Texas 
Inland

Texas Gulf 
Coast

LA Gulf 
Coast N. LA, AR

New 
Mexico Total Rocky Mt.

West 
Coast U. S. Total

Crude Oil 17,058 107,738 91,497 4,974 3,002 224,269 16,952 80,447 471,240

Natural Gas Liquids and LRGs 957 3,939 1,603 197 290 6,986 480 2,471 13,665
Pentanes Plus 494 1,726 787 85 148 3,240 138 951 5,635
Liquefied Petroleum Gases 463 2,213 816 112 142 3,746 342 1,520 8,030

Ethane 0 0 0 0 0 0 0 0 0
Propane 0 0 0 0 0 0 0 0 0
Normal Butane 319 1,112 325 74 0 1,830 258 1,097 4,809
Isobutane 144 1,101 491 38 142 1,916 84 423 3,221

Other Liquids -1,137 5,885 -1,884 -339 -521 2,004 -173 -31,058 -45,386
Other Hydrocarbons/Oxygenates 127 2,148 593 0 8 2,876 94 831 5,138

Other Hydrocarbons/Hydrogen 105 395 435 0 0 935 37 774 1,953
Oxygenates 22 1,753 158 0 8 1,941 57 57 3,185

 Fuel Ethanol (FE) 21 0 0 0 3 24 57 57 199
Methyl Tertiary Butyl Ether (MTBE) 1 1,737 158 0 5 1,901 0 0 2,970

All Other Oxygenatesa
0 16 0 0 0 16 0 0 16

Unfinished Oils (net) 40 8,468 -1,321 -319 156 7,024 65 -2,012 8,222
Naphthas and Lighter -51 2,897 179 -61 124 3,088 3 -1,431 1,802
Kerosene and Light Gas Oils 76 -1,204 328 -133 19 -914 -101 -443 -1,050
Heavy Gas Oils -5 7,206 -1,678 -81 13 5,455 242 -159 7,318
Residuum 20 -431 -150 -44 0 -605 -79 21 152

Motor Gasoline Blending Components (MGBC) (net) -1,307 -4,731 -1,156 -20 -685 -7,899 -332 -29,877 -58,694
Reformulated 0 -2,599 0 0 -684 -3,283 0 -28,117 -43,122

GTAB 0 0 0 0 0 0 0 0 0
RBOB for Blending with Ether 0 0 0 0 0 0 0 -1,075 -1,075
RBOB for Blending with Alcohol 0 -2,599 0 0 -684 -3,283 0 -27,042 -42,047

Conventional -1,307 -2,132 -1,156 -20 -1 -4,616 -332 -1,760 -15,572
CBOB for Blending with Alcohol -715 -439 0 0 0 -1,154 -281 -2,349 -9,746
GTAB 0 0 0 0 0 0 0 0 0
Other -592 -1,693 -1,156 -20 -1 -3,462 -51 589 -5,826

Aviation Gasoline Blending Components (net) 3 0 0 0 0 3 0 0 -52

Total Input to Refineries 16,878 117,562 91,216 4,832 2,771 233,259 17,259 51,860 439,519

Atmospheric Crude Oil Distillation
Gross Input (daily average) 557 3,471 3,033 161 97 7,318 549 2,864 15,567
Operable Capacity (daily average) 628 3,918 3,138 206 113 8,003 588 3,165 17,042
Operable Utilization Rate (percent)b,c

88.68 88.61 96.64 77.78 86.0 91.45 93.47 90.49 91.34

Downstream Processing
Fresh Feed Input (daily average)
Catalytic Cracking 171 1,375 922 18 32 2,518 151 646 5,056
Catalytic Hydrocracking 55 212 235 0 0 502 17 346 1,025
Delayed and Fluid Coking 4 591 456 9 0 1,060 44 469 1,974

Crude Oil Qualities
Sulfur Content, Weighted Average (percent) 0.79 1.69 1.60 1.97 0.60 1.58 1.36 1.29 1.42
API Gravity, Weighted Average (degrees) 37.32 28.22 28.95 27.06 39.25 29.33 32.32 27.89 30.02

Operable Capacity (daily average) 628 3,918 3,138 206 113 8,003 588 3,165 17,042
Operating 628 3,917 3,121 206 113 7,985 588 3,143 16,923
Idle 0 1 17 0 0 18 0 22 119

Alaskan Crude Oil Receipts 0 0 0 0 0 0 0 31,203 31,203

PAD District 3
Commodity

a Includes ethyl tertiary butyl ether (ETBE), tertiary amyl methyl ether (TAME), tertiary butyl alcohol (TBA), and other aliphatic alcohols and ethers intended for 
motor gasoline blending (e.g., isopropyl ether (IPE) or n-propanol).
b Represents gross input divided by operable calendar day capacity.
Notes: Totals may not equal sum of components due to independent rounding.  Refer to Appendix A for Refining District descriptions.
Source: Energy Information Administration (EIA) Form EIA-810, “Monthly Refinery Report.”
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